santamargherita

CINAL ITALIA

DECLARATION OF PERFORMANCE No.
DoP 5w 2018 (for wall finishes EN 15286:2013)
DoP 5t 2018 (for floor and stair applications EN 15285:2008)

1. Unique identification code of the product-type:

SM®QUARTZ_C_2018

2. Type, batch or serial number or any other element allowing identification of the
construction product as required pursuant to Article 11(4):

LTI XXXXX
L5 XXXXX
MP1 XXXXX

3. Intended use or uses of the construction product, in accordance with the applicable
harmonised technical specification, as foreseen by the manufacturer:

- AGGLOMERATED STONE MODULAR TILES, QUARTZ-RESIN, SMALL/MEDIUM
GRAIN SIZE, INTENDED TO BE USED FOR INTERNAL/EXTERNAL FLOOR AND
STAIR APPLICATIONS (EN 15285:2008)

TILES WITH DIMENSIONS (= 600 mm) X (= 600 mm) AND NOMINAL THICKNESS
FROM 6 mm TO 20 mm

- AGGLOMERATED STONE SLABS OR MODULAR TILES, QUARTZ-RESIN,
SMALL/MEDIUM GRAIN SIZE, INTENDED TO BE USED FOR WALL FINISHES
(INTERNAL AND EXTERNAL) FIXED MECHANICALLY OR GLUED BY ADHESIVE
(EN15286:2013)

TILES WITH DIMENSIONS (< 600 mm) X (< 600 mm) AND SLABS WITH
DIMENSIONS (> 600 mm) X (> 600 mm)
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4. Name, registered trade name or registered trade mark and contact address of the
manufacturer as required pursuant to Article 11(5):

SANTA MARGHERITA S.p.A.
VIA DEL MARMO, 1098
37020 VOLARGNE (VR)
ITALY

TEL. +39 045 6835888 — FAX +39 045 6835800

info@santamargherita.net — www.santamagherita.net

5. Where applicable, name and contact address of the authorised representative whose
mandate covers the tasks specified in Article 12(2):

NOT APPLICABLE

6. System or systems of assessment and verification of constancy of performance of the
construction product as set out in Annex V:

SYSTEM N. 3

7. In case of the declaration of performance concerning a construction product covered by
a harmonised standard:

CENTRE DE RECHERCHE ET D'’ETUDES POUR LES PROCEDES D’IGNIFUGATION

DES MATERIAUX (CREPIM) — NB 2137 — PERFORMED “FIRE CLASSIFICATION OF

CONSTRUCTION PRODUCTS AND BUILDING ELEMENTS” UNDER SYSTEM 3 AND
ISSUED “CLASSIFICATION REPORT NO. 921/03/157-2"

8. In case of the declaration of performance concerning a construction product for which a
European Technical Assessment has been issued:

NOT APPLICABLE
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9. Declared performance

For floor and stair applications EN 15285:2008

Essential

Harmonised tecnical

characteristics Parfonmante specification
Length and width +0,5mm EN 14617-16
Thickness + 0,7 mm EN 14617-16
Straightness of sides + 0,3 mm EN 14617-16
Rectangularity + 0,9 mm EN 14617-16
Centre curvature + 0,2% referred to length EN 14617-16
Edge curvature + 0,2% referred to length EN 14617-16
Warping + 0,2% referred to length EN 14617-16
Surface finish PO';TJGS?]; dH_O\?\?:V; ég:q:fe a Visual

Apparent density 2200 — 2500 Kg/m?3 EN 14617-1

Water absorption W3 EN 14617-1
Flexural strength F3 EN 14617-2
Abrasion resistance A3 EN 14617-4
Chemical resistance C4 EN 14617-10

Agglomerated stone in various colours
Visual appearance constituted of silica, glass and mirror Visual
elements bonded with polyester resin.
Reaction to fire A2fl-s1 EN 13501-1
Slipperiness 22%5(\(/5(%) EN 14231
Thermal conductivity 1,3 W/(m K) EN 12524
o, < 0

oy AR 25 % EN HaTea

Tactility/Visibility NPD Description
Linear therm.al. expansion 21— 138 x 106 °C 1 EN 14617-11

coefficient

Electrical resistivity o s EN 14617-13
Impact resistance 2104 EN 14617-9
Frost resistance KMs 20,9 EN 14617-5
Dimensional stability Class A EN 14617-12
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For wall finishes EN 15286:2013

Harmonised
Essential characteristics Performance tecnical
specification
Length and width (Tiles) +0,5mm EN 14617-16
. + 0,7 mm (dimensions >600 mm and <1000 mm) Annex A
Length and width (Slab
g ipldbey £ 1,0 MM (@mensions >1000 mm) EN15286:2013
Thickness (Tiles) +0,7 mm EN 14617-16
: Annex A
Thickness (Slabs) £ 0,7 mm EN15286:2013
Straightness of sides (Tiles) + 0,3 mm EN 14617-16
Rectangularity (Tiles) +0,9 mm EN 14617-16
| + 1,2 mm (dimensions >600 mm and <1000 mm) Annex B
Rectangularity (Slab
EHRRRARERS + 3,0 MM (imansions >1000 o) EN15286:2013
Centre curvature (Tiles) + 0,2% referred to length EN 14617-16
Edge curvature (Tiles) + 0,2% referred to length EN 14617-16
Warping (Tiles) * 0,2% referred to length EN 14617-16
< 0,3% referred to diagonal Annex A
Flatess (Stahs) and < 4 mm EN15286:2013
. Polished — Honed — Antique — :

Surface finish Briichad —Waie — REst Visual
Apparent density 2200 — 2500 Kg/m? EN 14617-1
Water absorption <0,10 % EN 14617-1
Flexural strength = 28 MPa EN 14617-2

Agglomerated stone in various colours
Visual appearance constituted of silica, glass and mirror Visual
elements bonded with polyester resin.

Reaction to fire C-s2,d2 EN 13501-1

Thermal conductivity 1,3 W/(m K) EN ISO 10456
. Am% < 0,07 %
Thermal shock resistance AR% < 25 % EN 14617-6
Linear therm'al' expansion 21— 38 x 10 °C ~1 EN 14617-11
coefficient
Frost resistance KMrs = 0,9 EN 14617-5
Dimensional stability Class A EN 14617-12

DECLARATION OF PERFORMANCE No. DoP 5_2018

Santa Margherita S.p.A. Via del Marmo 1098, 37020 Volargne (VR) — Italy Tel +390456835888 Fax +390456835800 www.santamargherita.net




santamargherita

THE ORIGINAL ITALIAN SURFACE

Harmonised

Essential characteristics Performance tecnical
specification
Resistance to fixing” = 1500 N (only for thickness = 20 mm) EN 14617-8

Adhesion strength for

cementitious adhesive? 2 1,5 MPa (after 28 days) EN 1348

Adhesion strength for

reaction resin adhesive® 2 1,5 MPa (after 7 days) EN 12003

Release of dangerous

substances see Safety Indication

) Hole: diam. 8 mm, depth 30 mm - Dowel: diam. 6 mm
2) Cementitious adhesive: Granirapid — Mapei

3) Reaction resin adhesive: Keralastic — Mapei

Where pursuant to Article 37 or 38 the Specific Technical Documentation has been used,
the requirements with which the product complies:

NOT APPLICABLE

10. The performance of the product identified in points 1 and 2 is in conformity with the
declared performance in point 9.

This declaration of performance is issued under the sole responsibility of the
manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

Name: Desto Giampietro
Position: CEO
Date: 08/01/2018
Place: Volargne (VR)
1
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